Rooler Clutch

Rooler Clutch

KPT-SD110A

Rooler Clutch

EXTERNAL ADJUSTMENT

Capacity 6 mm Capacity 6 mm Capacity 6 mm
Hex.Drive 6.35 mm Hex.Drive 6.35 mm Hex.Drive 6.35 mm
Working Torque 5-34.3 Nm Working Torque 5-15 Nm Working Torque 11 -17 Nm
Free Speed 2,200 rpm Free Speed 1,800 Nm Free Speed 2,200 rpm ADJUSTABLE KNOB
Air Cor 5.06 lis AirC I 5.06 s Air C 5.06 lis i~ b
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D = 205 x 43 x 153 mm ADJUSTABLE [ D|mens.|ons 250 x 40 x 556 mm D|mens.|ons 205 x 43 x 153 mm I
Net Weight 1.2 kg CLUTCH Net Weight 1.1kg Net Weight 1.35 kg m
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Air Inlet 1/4 MECHANISM ; Air Inlet 1/4 Air Inlet 1/4
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LOW SPEED (800 rpm) LOW SPEED (800 rpm)
Rooler Clutch Rooler Clutch
Capacity 6 mm Capacity 6 mm
Hex.Drive 6.35 mm Hex.Drive 6.35 mm
Working Torque 5-15Nm Working Torque 5-15Nm
Free Speed 800 rpm Free Speed 800 rpm
Alr Cor K 5.06 I/s Air C p 5.06 I/s
Di i 240 x 43 x 153 mm Dil i 265 x 40 x 55 mm
Net Weight 1.35 kg Net Weight 1.3 kg
Air Inlet 1/4" Air Inlet 1/4"
b A
IMPACT DRIVER (Second version) IMPACT DRIVER (Second version)
T Silg;le‘L:OP
Hammer
Capacity 6-8mm Capacity 6 mm
Hex.Drive 6.35 mm Hex.Drive 6.35 mm
Working Torque 7-70 Nm Working Torque 7-41 Nm
Free Speed 11,500 rpm Free Speed 16,000 rpm
Air Cor pti 10.78 I/'s Air C 6.74 I/s
Dil i 150 x 50 x 160 mm Dil 125 x 38 x 157 mm
Net Weight 1.2 kg Net Weight 0.7 kg
Air Inlet 1/4" Air Inlet 1/4"
B

KPT-12 1D

IMPACT DRIVER

Double
Hammer

Capacity 6 mm

Hex.Drive 6.35 mm

Working Torque 5 -50 Nm

Free Speed 10,000 rpm

Air C: 441\s PALM SIZE
Dil i 143 x 40 x 47 mm

Net Weight 0.46 kg

Air Inlet 1/4"

KPT-90 ID

IMPACT DRIVER

Double
Hammer

Capacity 4-5mm
Hex.Drive 6.35 mm
Working Torque 5-15Nm

Free Speed 9,000 rpm

Air Consumption 4.4\/s

Dil i 187 x 42 x 52 mm
Net Weight 0.83 kg

Air Inlet 1/4"

KPT-885

Double
Hammer

IMPACT DRIVER

Capacity 6 -8 mm
Hex.Drive 6.35 mm

Working Torque 10 - 80 Nm

Free Speed 7,600 rpm

Air Const 5.66 I/s

Di 154 x 51 x 190 mm
Net Weight 1.5 kg

Air Inlet 1/4"




