WC SERIES Cutting Pump Non-clogging Sewage Submersible Pump

WC CUTTING SERIES
SEWAGE SUBMERSIBLE PUMPS

Reliable Quality Strong Suction

PRODUCT FEATURES
Epoxy Cable Base

S Nice precision cast iron

An epoxy resin seal cable base prevents from 3Kw use 3pcs heavy duty beanng
moisture from entering the motor through

the core wires.

Auto-cut motor protector

Auto-cut thermal protector the Auto-cut
protector will be activated and cut the power
off automaticlly if motor run in abnormal
electric and excess .

Mechanical Seal

A double mechanical seal consists of two
seals amanged in a senes. Supenor abrasion
resistant mechanical seal manufactured with
silicon carbide to ensure the best seal effect.
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WC SERIES Cutting Pump Non-clogging Sewage Submersible Pump

glove candom refreshing towel glove towel diaper plastic bag woven carpet

k‘ After pump cutting drainage out
o e R
SPECIFICATIONS
- R 65 we 35 - 15 - 3
Frequency S S0Hz

Motor rated power (kw)
Rated head (m)

o S e e
- e mﬁﬂ}" :e! ?::ﬁ? m".’.f f}""g'e P, Rated flow rate (m3/h)
e e Model name
Bearing Ball type )
Outlet diameter (mm)

0.75kw 1.1kw
outletflange 1.5kw 2.2kw Show dlow 5.5kw 7.5kw

0.75kw 1.1kw 0.75kw 1.1kw 0.75kw 1.1kw 0.75kw 1. Thw 1.5kw 2 2kew
with floatswitch with floatswitch with floatswitch with floatswitch with floatswitch
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WC SERIES Cutting Pump Non-clogging Sewage Submersible Pump

Hm) Performance Curve (0.75kw-1.5kw) H(m) Performance Curve (2.2kw-3kw)
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ot i) | O | 4| 8 |12 16|20 22|28 | 30| mhquu 10 |20 | 30 | 38 | 47 snli‘u 80 | 0
Model Model
K | Wp |owminl| 0 | 67 |13 200 267|333 367|467 50| Ke | Wp (QUmi) 0 | 167 333 500 | 633 783 1000 1167 1333{1500
SOWC10-10075 | 08 | 1 15 | 14 | 12 | 10|83 | | SoWee2222 | 22| 3 2|20 |18 ‘ 14 | 10 [ l
SOWCIZ10-11 14 | 15 - 171514 | 12|10 55. 5 BEWCI5-15-22 |22 | 3 24| 20|16 | 13| 10 | 55
SIWCIE1515 | 15| 2 22|10 ‘ 17| 15 13| 2|7 ‘ g sowcase22 |22 3 25| 22|19 ‘ 15115 ‘
. Him)
BEWC25-10-15 15| 2 el sl s S0WC20-223 3|4 227 |3 | 17|13
sowcsis3 | 3 [ 4 % |2 19‘15 13 ‘
sowc4x133 | 3 | 4 23|20 |18 1513|835
H(m) Performance Curve (4kw-5.5kw) H(m) Performance Curve (7.5kw)
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Performance Table (4kw-7.5kw)
mo o |y | O | 0 | 2 | 30 | 38 | 47 |60 | 7 | 76 | w0 |00 | 107 | 120 | 150
e | motor PZlkw) | ! Lt ; ! ! . .
Kw | Hp | Qilimin) | © | 167 | 333 | 500 | €33 | 783 | 1000 | 1167 | 1267 | 1500 | 1667 | 1783
G5WC25-22:4 4 55 28 26 24 » 19 17 14 10
BOWCA5-17-4 4 55 28 | 26 | 23 | 21| 18 |17 | 4 | 10 | a5
BOWC45-20-5.5 55 | 75 n | 20 | 27 | 26 | 23 |20 | 18| %6 | 14 |10
100WC55-15-5 5 5.5 75 Him) 32 | 2@ | 2 25 z 20 18 | 15 13 9 3
S0WC20-40-7.5 75 | 10 40 | 46 | 44 | 40 | 35 | 20 | 20
BOWCA45-22-T5 75 10 32 30 28 26 25 23 21 20 18 16 12 |
100WC100-15-7.5 7.5 10 34 n 29 28 26 25 23 21 20 17 15 ’ 10 5
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WC SERIES Cutting Pump Non-clogging Sewage Submersible Pump

PUMP SPECIFICATION TABLE

2P

Standard

Solid Passage

Output | Discharge i
Inch(mm) - 1t-GPM witho"::rt“:[::::j s
50WC10-10-0.75 1(0.75) 2" (50) ; direct 10-10 328367 20(0.8)
S0WC12-10-1.1 1.5(1.1) 2" (50) ; direct 10-12 32.8-44 20(0.8)
50WC1515-1.5 2(15) | 2°(50) ; direct 1515 49255 20(0.8)
65WC25-10-1.5 2(15) | 25"(65) 3 direct 10-25 328917 26(1)
50WC9-22-2 2 3(22) 2" (50) 3 direct 229 722-33 20(0.8)
B65WC25-15-2.2 3(22) 2.5" (65) 3 direct 15-25 49.2-91.7 26(1)
BOWC45-9-2 2 3(22) 3" (80) 3 direct 9-45 29.5-165 32(1.25)
50WC20-22-3 4(3) 2" (50) 3 direct 2220 729-733 20(0.8)
B5WC35-15-3 4 (3) 2.5" (65) 3 direct 15-35 492-128.3 26(1)
80WCA43-13-3 4(3) 3" (80) 3 direct 1343 4271577 32(1.25)
B5WC25-22-4 55(4) 25" (65) 3 direct 22-25 722917 26(1)
(Hig?,(}:ﬁ%?;{:; _E4d|'ﬁon) 5.5(4) 3" (80) 3 direct 17-45 55.8-165 32(1.25)
80WC30-254 55(4) 3" (80) 3 direct 2530 82-110 32(1.25)
BOWC45-20-55 7.5(5.5) 3" (80) 3 direct 20-45 65.6-165 32(1.25)
100WCB5-15-5.5 7.5(5.5) 4" (100) 3 direct 15-65 49.2-238.3 ] 40(1.5)
50WC20-40-7.5 10(7.5) 2" (50) 3 direct 40-20 131.2-73.3 | 20(0.8)
80WC45-25-75 10(7.5) 3" (80) 3 direct 25-45 82-165 32(1.25)
100WC100-15-7.5 10(7.5) | 4"(100) 3 direct 15-100 4923667 40(1.5)
Handle 9 Motor body
Cable 10 Mechanical seal
capacitor " Screw
Cap 12 Elbow
Thermal protector 13 impeller
stator 14 Pump body
rotor 15 Cutter ring
outlet 16 Base
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WC SERIES Cutting Pump Non-clogging Sewage Submersible Pump

50WC10-10-0.75 23.55(51.92) 40 205 | 430 | 175 74 110 15
50WC12-10-1.1 237(522) 40 205 | 430 175 74 110 | 15
50WC15-15-15 37.25(82.1) | 50 250 | 568 | 240 17 | 110 15
65WC25-10-15 - 361796 | 50 250 | 568 | 240 | 117 | 110 15
50WC9-22-2.2 - 401@884) | 65 205 | 585 | 265 127 [ 130 15
65WC25-15-2.2 : 414(913) | 65 205 | 585 | 265 | 127 | 130 15
80WC450-2.2 i . | 434957) [ 65 205 | 585 | 265 | 127 [ 130 | 15
50WC2022-3 : 458(101) | 50 260 | 575 | 240 | 123 | 110 15
B5WC35-15-3 . 466(1027) | 50 | 280 | 575 | 240 | 123 | 110 | 15
80WC43-13-3 - 474(1045 | 50 280 | 575 | 240 | 123 | 110 15
B5WC25224 . 522(1151) | 65 | 315 | 500 | 265 | 127 | 130 | 15
_ (Hoh icktcy Exibon) - 52 9(116.6) 65 315 | 590 | 265 127 | 130 15
80WC30-254 535(1179) | 65 | 315 | 500 | 265 | 127 | 130 | 15
B0WC45-20-55 - 6215(137) | 80 325 | 65 | 268 | 131 160 18
100WCB5-15-5.5 - 636(1402) | 80 | 325 | 65 | 268 | 131 | 160 | 18
50WC20-40-7 5 . 708(1561) | 80 | 335 | 660 | 285 | 137 | 160 18
80WC45-25-7.5 : 724587) | 80 | 335 | e60 | 285 | 137 | 160 | 18
100WC100-15-7.5 : 735(162) | 80 335 | 660 | 285 | 137 | 160 18
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WC SERIES Cutting Pump Non-clogging Sewage Submersible Pump

WC CUTTING SERIES
SEWAGE SUBMERSIBLE PUMPS

Reliable Quality  Strong Suction

B Heavy duty bearing

Heavy duty bearing and 55420 shaft

W i~
T3 ‘ i
Vortex peller Strong cutter Mechanical Seal
Cutter Impe"er With Cutter ng A double mechanical seal consists of two

seals arranged in a series. Superior abrasion
resistant mechanical seal manufactured with
silicon carbide to ensure the best seal effect.

1.the impeller with non clogging design.
2 matenial for the impeller and cutter ring:high-chromium stainless steel 420
and the hardness is HRC49-52 provide good wearing resistance.

WC SERIES CUTTING PUMP CURVE
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WC SERIES Cutting Pump Non-clogging Sewage Submersible Pump

Characteristic

1.Vortex semi-open impeller insure through big solid size

2 material for the cutter and cutter ring:

high-chromium stainless steel 420 and the hardness isHRC49-52 provide good wearing resistance.

PRODUCT NOMENCLATURE

100 wC

60 24 11

Outlet Size(mm) Pump Type

SPECIFICATIONS

Rated Flow Rated head Power

Item Description

Limite Liquid Temp. 0~40°C (32~104°F)
of Use Applications wastewater sewage
Frequency 50Hz
Motor 4P(1450Rpm) = Dry motor
Insulation Class F
Protection 1Pea
Type
Thermal protect for motor bearning .moisture sensor
Fritectx {other protactos in conirol box)
Bearing Ball type
1 Cable 8 lubricant
2 moior upper cover g | Mechanical seal
3 bearing 10 [ pump casing
4 motor frame 11| impeller
i motor rotor 12 cutter ring
6 motor stator 13 base
7 bearing |

Motor Thermal Sensor(MTS)

MTS is a bimetal type motor protector, which is embedded in l
each phase of stator winding. When overheat is detected,
the sensor (in winding) will trip and the rely switch (in
control box) will cut off the power supply of pump. (MTS is a

regular component of pump, 15HP and above).

Bearing Temperature Sensor(BTS)

The BTS is a temperature sensor which is installed in the
stationary of bearing. The BTS has to be connected to
“indicator of temperature control"in control box. When the

bearing temperature exceed the pre-setting temperature of

the power supply of pump. (BTS is an eptional component

“indicator of temperature control’, the rely switch will cut off “

of pump model).

Moisture Sensor (MS)

MS is an electrode sensor of water intrusion in all chamber.
When water leakage is detected, the rely switch (in contrel

box) will cut off the power supply of pump. (MS is a regular
component of pump, 15HP and above). Thus, the damaged
mechanical seal and lubricant can be replaced before water

leakage occurs in motor housing. [MS is a regular

component of pump, 15HP and above).

APPLICATIONS:

B Drainage of wastewater in river waste water athreatment factory.

dustrial area and amt

m< ial building

it place drainage.

W School hospital .government building and park drainage.
B Chicken farm,cow farm, pig farm ,fish farm slaughterhouse drainage.
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PERFORMANCE CURVE 50HZ 60HZ

-
H(rm) Performance Curve (11kw-15kw) um) Performance Curve (18.5kw-22kw)
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Performance Table (11kw-22kw)

monmving o | oo | O | 30 | 60 | 90 | 120 | 180 | 210 [ 240 | 270 | 200 | 330 [ 360 | 420 | 4s0 | 510
Modd Kw Hp | QiUmin) | 0o 500 | 1000 | 1500 | 2000 | 3000 3500 | 4000 | 3500 400C | 5500 | 6000 | 7000 | BOOO | 8500
100WCE0-24-11 11 15 27 259 24 219 19 155 | 11 l
1E0WCIB0-15-11 11 15 255 23 25 17 L 72 135 | 85 a 4
100WCED-26-15 15 og | Hmd | 3p | 20 | 26 | 23 | 21 | 18 | 145 |
150WC200-15-15 5 | 20 2 275 26 | | @ 20| w15 [ 2]w]7 3
150WC250-15-185 | 185 | 25 30 | 28 | 26 | 25 | 235 19.5| 17 | 16 | 15 | 13|12 9
200WC350-10-185 | 185 | 25 205 | 26 | 24 | 23 | 2 | w | 6| 158 [ 16 | 2|1 |ez]| 4
150WC300-15-22 2 w | "™ 5 [0 |25 » | = | 2 | 19 | 175 | 16 | 15 | 13 [ 19| 69
200WC400-10-22 » a1 30 | 29 | 278 | 265 | 255 | 215 18 | 18 | 17 155 | 14 | 12 | 7 a | 18
H(m) Performance Table (30kw-55kw) H(m) Performance Table (75kw-132kw)
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FLOW (m?/h) FLOW (m?/h)
Performance Table (30kw-132kw)
Power Qlm¥/h) 0 | 120 240 | 360 | 480 | 600 | 720 | 840 | 900 1020|1200
Madsl Kw Hp Qi/min) | O | 2000 4000 6000 8000 |1000011200014000 15000 1700020000
200WC600-9-30 30 40 30 |26 |22|18]|14|11] 6
200WC600-14-37 37 a0 355|315 27 |225| 18 [145| 9
200WCB00-17-45 45 60 385|345 30 [ 26 | 22 | 18 [115] 4
200WC600-21-55 55 75 i 425| 38 | 34| 30 | 26 | 22 |165| 8
200WC600-25-75 75 100 48 | 44 | 39 | 35 | 30 | 26 | 20 |125] 10
200WC600-32-90 90 125 54 | 50 | 46 | 42 |375| 34 | 25 | 16 | 12
200WC1000-26-110 110 150 54 50,5| 47 | 44 |405| 38 | 34 | 30 | 29 |255| 20
200WC1000-30-132 132 175 58 |555| 52 | 49 |455| 40 | 38 | 35 | 33 | 30 | 24
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WC SERIES Cutting Pump Non-clogging Sewage Submersible Pump

PUMP SPECIFICATION TABLE

Output | Discharge Phase Standard |  Solid Passage

Pode sHocH HP(W) | inch(mm) mmhr | F-GPM | w.-.h:::{::fr:.ing

| 100WC60-24-11 15(11) | 4" (100) 3 direct/delta 25-80 82-203 40(1.5)

150WC150-15-11 18(11) 6" (150) 3 direct/delta 15-150 49-550 60(2.5)

I 100 WC 60-26-15 20(15) | 4" (100) 3 direct/delta | 30-80 98-293 40(1.5)

| 150WC200-15-15 20(15) 6" (150) 3 direct/delta 15-200 49-733 B60(2.5)

] 150WC250-15-18.5 25(18.5) 1 6" (150) 3 direct/delta 15-250 49-917 60(2.5)

| 200WC350-12-18.5 25 (18.5) 8" (200) 3 direct/delta 12-350 39-1283 80(3)

l 150WC200-22-22 30(22) | 6"(150) 3 direct/delta 22-200 29.5-733 60(2.5)

| 200WC400-10-22 30(22) | 8 (200) 3 direct/delta | 10-400 | 33-1466 80(3)
4 P | 200WC 600-9-30 41 (30) ] 8" (200) 3 direct/delta 9-600 30-2199 80(3)

| 200WCE00-12-37 50 (37) 8" (200) 3 direct/delta 12-600 39-2199 80(3)

| 200WCE00-15-45 61 (45) ] 8" (200) 3 direct/delta 15-600 49-2199 80(3)

| 200WC600-20-55 75(55) 8" (200) 3 direct/delta 20-600 66-2199 B80(3)

| 200WC600-25-75 102(75) | 8" (200) 3 directidelta | 25-600 | 82-2199 80(3)

' 200WC600-30-90 122(90) = 8" (200) 3 direct/delta | 30-600 | 98-2109 80(3)

| 200WC 1000-25-100 136(100) | 8" (200) 3 direct/delta 25-1000 82-3666 80(3)

! 200WC1000-30-132 180(132) . " (200) 3 direct/delta 30-1000 98-3666 80(3)

PUMP DIMENSION TABLE

A{mm) | Bimm) | Ciram) | D(mm) | E(mm) Flmm) G{mm) N(kg)
100WC 60-24-11 100 | 578 | 1038 | 475 | 240 | 170 18
150WC150-15-11 150 | 588 988 | 510 @ 225 | 225 18
100WC60-26-15 100 ‘ 578 ‘ 1038 | 475 ‘ 240 | 170 ‘ 18
150WC200-15-15 150 | 588 | 1018 | 510 | 225 | 225 18
150WC250-15-185 | 150 | 618 | 1080 | 510 | 235 | 225 | 18
200WC350-12-18 5 200 | 618 | 1135 | 520 | 265 | 295 | 22
150WC200-22-22 150 | e18 | 1080 | 510 l 235 | 225 ‘ 18
200WC400-10-22 200 | 618 | 1135 | 520 | 265 | 205 & 22
200WC600-0-30 200 | 730 | 1240 | 620 I 305 | 205 ‘ 2
200WCE00-1237 | 200 | 730 | 1240 | 620 | 305 | 205 @ 22
200WCB00-15-45 200 | 730 | 1285 | 620 \ 305 | 295 } 22
200WC600-20-55 200 | 835 | 1306 | 735 | 385 | 205 @ 22
200WC600-25-75 200 | 835 | 1461 | 735 | 385 | 295 ‘ 22
200WC600-30-00 200 | 835 | 1520 | 735 | 385 | 205 @ 22
200WC100025-110 | 200 | 835 | 1580 | 735 | 385 | 205 | 22
200WC1000-30-132 | 200 | 835 | 1630 | 735 | 385 | 205 | 22
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Auto—-Coupling

RLA
""FH 7
i T2 i
(n I
T U
|
« Fix to the pumps with flange conforming 1SO7005-92 standard. : '
» Sewage pump with standard flanged elbow can connect to this
auto-coupling diectly.
_ _ i e
Supplied with s
* Coupling seat L
® Coupling adapter
® Upper guide support
Dimensions table
JB
ode A () Ad 4 B B
(]
DNS50 ©50/G2" 100 (125 | 139 | 4-@14 | 266| 218|104 |205| 41 | 197 |208 | 79 | 162 | 133 (545 | 160 | 250
DN65 065/G2%"( 130 (145 | 160 | 4-@14 | 280|236 126 | 25 | 50 | 228|235 | 95 | 186 | 156 91 | 166 | 266
DN80 @B0/G3" | 150 |160 | 190 | 4-©18 | 318|266 (146 | 26 | 52 | 256|235 | 97 | 213 | 155| 78 | 188 | 306
DN100 @100/GA"| 170 | 180 | 210 | 4-@18 | 365 | 306 [ 169 |27.5| 55 | 203|258 | 115 | 261 | 176 | 101 | 232 | 350
DN150 ©150/G6" [ 225 (240 | 280 | 8-@18 |412| 260|280 | 31 | 62 | 400|412 | 118 | 280 | 298 | 191 | 305 | 490
DN200 ©200/G8" [ 280 (295 | 330 | 8-@18 |412| 260|280 | 31 | 62 | 398|445 | 116 | 298 | 353 | 230 | 325 | 550
DN250 0250/G101 335 (350 | 400 [ 124218 | 412 | 260|280 | 31 | 62 | 460|560 | 120 | 360 | 430 | 300 | 314 | 630
DN300 0300/G12] 395 (395 | 444 | 12-@22 | 522 | 344 | 299 | 33 | 66 | 550|565 | 115 | 410 | 410 | 285 | 400 | 740

Weights & Packing dimensions

v Guide pipe et [l e
A0-40(PN6) 11 | 13 | 340x260x195 DN50 1"/ @33.3x35 4-M25 | 4-M28 2-M13
50-50(PN6) 17 |19.5] 350x320x245 DNGS 1"/ 933.3x3.5 4-M25 | 4-M28 2-M13
62-65(PNG) 24 | 27 | 390x270=345 DNBO 1%" 1 ©4B.3x3.5 4-M38 | 4-M42 2-M13
B0-80(PNE) 31 [345] 410x290x395 DN100 142" | @48.3x3.5 4-M38 | 4-M42 2-M13
100-100(PNB) 45 | 50 | 470x330=x475 DN150 1%" | @48 3x3.5 4-M38 | 4-M42 2-M15
150-150(PN8B) 96 [105| 700=440x=610 DN200 1%" [ @48.3x3.5 4-M25 2-M15
150-150(PN10) | 95 | 104 | 700x440x610 DN250 132" | @48 3«35 4-M25 2-M15
200-200(PN10) |132|142| 770x440=650 DN300 2"/ 360.3<35 4-M25 2-M16
250-250(PN10) |179(191| 900x510x710
300-300(PN10) |230(245| 940x570x810
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